
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
             B600                                        B800                                       B900                                           B1000 
600mm Wide Base Unit                800mm Wide Base Unit                   900mm Wide Base Unit                      1000mm Wide Base Unit 

Important Information – Please Take Time to Read Ca refully  
First Step  – Find the parts list in the first section of this instruction sheet. 

1. Exploded diagram: Shows the parts needed to construct the unit.  
2. Included Fittings: Shows a detailed image and quantity of included 

fittings to assemble the unit such as screws, runners, hinges etc. 
 
Second Step  – Go through the Exploded Diagram and Included Fittings 
section and check you have all parts and pieces as described in those 
sections. You may have extra items. If you do not have enough of a particular 
item or an item is missing all together, please re-check and re-count. If the 
item(s) are missing please contact the store you bought the product from. 
 
Warning  – Some parts and fittings are small enough to choke/injure a child. 

Third Step  – Assemble the units as described in each step in order. Below the 
diagram and instruction of each step is a box indicating the tool(s) required to 
complete that step. 
 
Please Note  – Some parts such as drawers have there own instruction sheet and 
have not gone into detail in these instructions. Within these instructions it will be 
noted when and which instruction sheet to refer to for added information. 
 
Important Tips – (a) So as not to damage adjustable legs, do not drag units, 
instead pick them up and drop them in place. (b) When placing doors, panels and 
tops face down, place on a blanket or packaging so as not to damage or scratch 
the faces. (c) Once put together, units may need 2 people to lift. 

Base Units - 600mm, 800mm, 900mm & 1000mm Wide 

Assembly Instructions & Parts List  



 

 

Exploded Diagram 
Below are the melamine panels needed to assemble 
the unit and how they go together. Please note that 
the bottom, back and top rails all go between the 2 
ends. 

 
 

 

Step 1 
In the images below it shows the detail of the rebates 
in the ends to take the tabs in the top rails, bottom 
and back. 
 
 
 
 
 
 
 
 
 
 
 
          Bottom Detail                      Top Rail Detail 

Tools required to assemble the melamine unit. 
(Not Supplied)      
 
 
 
     
     Cordless Drill                   Phillips Screwdriver                
 

 

Included Fittings 
Below is a list of all fittings included and needed to 
assemble the unit. Next to each image is the quantity 
for you to check that the correct amount was supplied 
 
Fixing Screw                                          26                                  
(50mm) 
  
 
Connecting                                              8 
Bolt 
 
 
Drawer Runner                                        0 
Screw 
 
 
Door Hinge                                              4     
 
 
 
Door Hinge                                              4 
Plate 
 
 
Hinge Plate                                              8 
Screw (15mm) 
 
 
  
Adjustable                                                4 
Foot  
 
 
 
Adjustable                                               16 
Foot Screw 
(30mm) 

 
 



 

Step 2 
Construct the unit as detailed below in the order 
described. Screw the 45mm fixing screws through 
the pre drilled holes in the ends to secure. 

 

 

Step 3 
Turn the unit upside down and screw the adjustable 
legs into the pre drilled holes within the unit bottom 
and ends. 

 

 

Step 4 
Fix the hinge plates to the unit ends as detailed 
below and clip on the doors. 
 
 

                                       50mm Screw                                    
 

                                                   30mm Screw 
 

                         15mm Screw                                     
 
                             



 

Step 5 
Place the unit in the room according to your layout 
design and using the connecting bolts through the 
pre drilled holes detailed below, fix together. 
 
 

 

Step 6 
Once all units are in place and fixed together, adjust 
doors as detailed below to even up gaps between the 
cabinet fronts. 
 
 

 

Statement  
 
We at Flexi Kitchens are constantly reviewing these 
instruction sheets for improvement to our customers 
with the installation of there own cupboards. If you do 
not understand something within these instructions, 
please do not hesitate to contact us for clarification. 
 
http://www.flexikitchens.com 
 
Flexi withholds the right to change these instructions 
without warning or notice. Hardware images may 
differ to the fittings given with your unit due to 
changes in stock but will remain similar to that 
depicted. 
 

   

 


